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Loading the Drivers 
 
Windows 10 often will not automatically load the drivers for your J-KEM product and  you will need to load 
them manually.   
First check to see if the drivers are properly loaded.   Connect your J-KEM device to the PC by means of a 
USB cord.   Turn on the J-KEM device.   Open Device Manager on your PC (with a Windows 10 system, 
you can right click on the Windows start icon on the lower left of the desktop, then select Device Manager 
from the start up menu.   The appearance of Device Manager will change depending on the specific J-KEM 
product you are installing driver for, but all devices should look similar to this.   
Open the Ports item list by clicking on the white triangle next to Ports.  If you do not see any items in here 
with the titles of “J-KEM”, then the drivers have not been loaded.   Or, if you see one of these items, but they 
have a yellow triangle or a yellow circle with an exclamation mark in it next to the item, then the drivers 
have not been loaded properly.   In either case, contact your computer support group for assistance to 
properly load the drivers supplied by J-KEM.   
 

 
If you are using Windows 10, then you will need to disable Driver Signature Enforcement to load J-KEM’s 
drivers.    
  



 
Disabling Driver Signature Enforcement 

 

 

 

 
  



 

 
  



Manually Loading J-KEM Drivers 

The J-KEM device must be connected to the PC using a USB cable during this step. 

1) Open Device Manager in your PC.   For Windows 8 and 10 you can right click on the Start icon (lower 

left of the screen) and then from the pop-up menu select Device Manager. 

2)  

 

 

Open Device Manager in your PC.   For Windows 
8 and 10 you can right click on the Start icon 
(lower left of the screen) and then from the pop-up 
menu select Device Manager. 
 
The appearance of the Device manager can change, 

but somewhere you will see a yellow icon .  To 
verify that this is the icon for the controller, unplug 
the USB cord and the icon should disappear, the 
plug it back in and it should reappear.. 
 
Right click on this icon and select the option to 
Update Driver Software. 

 

Select Browse my computer for software, then 
browse to the folder containing the J-KEM Drivers. 
Do not open the folder, just select it, then click the 
Next button.  Ignore all warning messages and 
select the option that allows installation to 
continue.   

  



 

When the driver is installed.  The first yellow icon 
will disappear, and it will be replaced with a second 
yellow icon. 
NOTE: some J-KEM products require the 
installation of two drivers.  The first driver (USB 
driver) was installed, now repeat the process for 
this second driver (Serial port driver). 
The process is the same, which is: 
1) Right click on the yellow icon 
2) Select Update Driver software 
3) Browse to the J-KEM software folder and select 
the folder titled J-KEM Controller Drivers. 
4) Click Next and accept all options to allow the 
installation to continue. 

 

When you have successfully installed both drivers, 
the Device Manger will look like this. 



 
 

 

 

 

 

If you expand the Ports Icon
Serial Bus controllers icon, you will see
icons highlighted.    To verify that these drivers 
have been loaded correctly, unplug the USB cable 
and they will disappear, then reconnect the USB 
cable and they will reappear.
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Close the Device Manager.
Now start the software for your J
If the 
J-KEM will operate as stated.

If you expand the Ports Icon
Serial Bus controllers icon, you will see
icons highlighted.    To verify that these drivers 
have been loaded correctly, unplug the USB cable 
and they will disappear, then reconnect the USB 
cable and they will reappear.
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Close the Device Manager.
Now start the software for your J
If the installation

KEM will operate as stated.

If you expand the Ports Icon
Serial Bus controllers icon, you will see
icons highlighted.    To verify that these drivers 
have been loaded correctly, unplug the USB cable 
and they will disappear, then reconnect the USB 
cable and they will reappear.
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Close the Device Manager.
Now start the software for your J

installation process was successful, then your 
KEM will operate as stated.

If you expand the Ports Icon and the Universal 
Serial Bus controllers icon, you will see
icons highlighted.    To verify that these drivers 
have been loaded correctly, unplug the USB cable 
and they will disappear, then reconnect the USB 
cable and they will reappear. 

controller is now ready for use with KEM

Close the Device Manager. 
Now start the software for your J-KEM

process was successful, then your 
KEM will operate as stated. 

and the Universal 
Serial Bus controllers icon, you will see the two 
icons highlighted.    To verify that these drivers 
have been loaded correctly, unplug the USB cable 
and they will disappear, then reconnect the USB 

controller is now ready for use with KEM-

KEM software.   
process was successful, then your 

software.   
process was successful, then your 


