J-KEM Driver Installation Instructions

How to Disable Driver Signature Verification on 64-Bit Windows 8.1 (So That
You Can Install Unsigned Drivers)

[+-] Program Compatibility Assistant “

A digitally signed driver is required

.. AnyDVD Filter Driver
G SlySoft, Inc

Windows blocked the installation of a digitally unsigned
driver. Uninstall the program or device that uses the driver
and check the publisher's website for a digitally signed
version of the driver,

Close

64-Bit editions of Windows require digitally signed drivers. The problem is that many devices ship with unsigned drivers.
Today, we'll show you how to install them regardless.

Digitally signed drivers include an electronic fingerprint that indicates which company the driver was produced by as well
as an indication as to whether the driver has been modified since the company released it. This increases security, as a
signed driver that has been modified will no longer have an intact signature. Drivers are signed using code signing
certificates.

How to Disable Driver Signature Verification on 64-Bit Windows 8.1

Press the Win + C keyboard combination to bring up the Charms Bar, then click on the Settings Charm.

We need to head into the Modern Control Panel, so go ahead and click on the Change PC settings link.
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When the Control Panel opens, switch over to the “Update & recovery” section.
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Then click on the Recovery option on the left hand side.
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Once selected, you will see an advanced startup section appear on the right hand side. You will need to click on the
“Restart now" button.

Advanced startup

Start up from a device or disc (such as a USB drive or DVD), change Windows startup settings,
or restore Windows from a system image. This will restart your PC.
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Once your Computer has rebooted you will need to choose the Troubleshoot option.
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Then head into Advanced options.
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Since we are modifying boot time configuration settings, you will need to restart your Computer one last time.

Restart to change Windows options such as:

= Enable low-resolution video mode
Enable debugging mode
Enable boot logging

Enable Safe Mode

Disable driver signature enforcement

Disable early-launch anti-malware protection

Disable automatic restart on system failure

Finally, you will be given a list of startup settings that you can change. The one we are looking for is “Disable driver
signature enforcement”. To choose the setting, you will need to press the F7 key.



Startup Settings

Press a number to choose from the options below:

Use numb or functi

1) Enable debugging

2) Enable boot logging

3) Enable low-resolution video

4) Enable Safe Mode

5) Enable Safe Mode with Networking

6) Enable Safe Mode with Command Prompt
7) Disable driver signature enforcement

8) Disable early launch anti-malware protection

9) Disable automatic restart after failure

That's all there is to it. Your PC will then reboot and you will be able to install unsigned drivers without any error message
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* Please note that this is a one boot option. When the PC is rebooted, enforcement will
be in effect again. This will not affect the driver once it is installed.
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Instructions for Installing J-KEM Controller Drivers

To install drivers under Windows 8.1, follow the instructions below:
Connect the J-KEM Controller to a spare USB port on your PC. Then drag the mouse cursor to the lower right corner or
press the Win + C keyboard combination to bring up the Charms Bar and click on "Settings".
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Next, click on "Control Panel".
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From the Control Panel window select “Hardware and Sound”.
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In the Device Manager window there will be a device under “Other Objects” with a yellow warning symbol to indicate a
problem, i.e. no driver installed. The text next to this device will depend on the device attached. In this example the device
is a J-KEM USB Interface device.
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Right click on the “JKEM USB Interface” under Other devices to bring up a menu as shown below:

File Action View Help

o= B E HE & B
4 4 Gabe-PC
|§>-1;|-_._;I Computer

b =g Disk drives

b l-,'," Display adapters
b L DVD/CD-ROM drives

b Eﬁ Human Interface Devices

b g IDE ATA/ATAPI controllers

» g TEEE 1284.4 compatible printer

» ghsh TEEE 1284.4 devices

b -G Keyboards

DB Mice and other pointing devices
DEI Monitors

Dfl? Network adapters

a _[E'g. Other devices

- LUy JKEM USB Interfag--

;} | Portable Devices Update Driver Software..,
DR Processors Disable
[ 4 Socund, video and gar Uninstall

[ /M Systemn devices
Bt i Universal Serial Bus ¢ Scan for hardware changes

- i USB Virtualizati
B i irtualization i

Launches the Update Driver Software Wizard for the s

Select “Update Driver Software” from this menu.
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Then this displays the option for an automatic search or a manual search.
Select the “Browse my computer for driver software” option.

How do you want to search for driver software?

= Search automatically for updated driver software

Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation

< Browse my computer for driver software
Locate and install driver software manually.
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This screen will appear:

Browse for driver software on your computer

Search for driver saftware in this location:

CihUsers\Gabe'\Desktop'\KEM-Net Ver 1.2\J-EEM Controller Drivers

[¥] Include subfolders

# Let me pick from a list of device drivers on my computer

This list will show installed driver software compatible with the device, and all driver
software in the same category as the device.

In the address bar put the exact location where the drivers are saved. If you don't remember the exact address you may need
to click on the “Browse” button to locate the file. The “J-KEM Controller Drivers” folder is a sub-folder of the “KEM-Net
Ver 1.2” folder which is the one you downloaded from the J-KEM website. In this example, the folder is located on the
Desktop, but you may have saved the file in a different location. Locate the folder on your computer and click “OK”.

Once the file is located select “Next” to start the installation.
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You will see this:

Installing driver software...

L c—

Windows can’t verify the publisher of this driver software

= Don't install this driver software

You should check your manufacturer's website for updated driver software
for your device.

. 9 Install this driver software anyway
Only install driver software obtained from your manufacturer's website or

disc. Unsigned software from other sources may harm your computer or steal
information.

@ See details

Click “Install this driver software anyway”.
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Then this screen will appear:

Windows has successfully updated your driver software
Windows has finished installing the driver software for this device:

JEEM USB Interface

=

Select “Close” and go back to the Device Manager window.
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Eile Action View Help
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You will now see a new entry under the “Universal Serial Bus controllers” list which says “JKEM USB Interface”. This
indicates the bus layer of the driver is installed, but we are not done yet. We still need to install the Virtual Com Port layer
of the driver which is almost a repeat of the last few steps. If you look under “Other devices” you will still see a little
yellow warning sign at “USB Serial Port™.
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Right click on “USB Serial Port” as shown below and select “Update Driver Software...” from the menu.
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You will see this:

How do you want to search for driver software?

= Search automatically for updated driver software

Windows will search your cormputer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation

< Browse my computer for driver software
Locate and install driver software manually.

Select the “Browse my computer for driver software” option.
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Browse for driver software on your computer

Search for driver software in this location:

CihUsers\Gabe'\Desktop'\KEM-Net Ver 1.2\J-EEM Controller Drivers

Include subfolders

= Let me pick from a list of device drivers on my computer

This list will show installed driver software compatible with the device, and all driver
software in the same category as the device.
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You will see this again:

Oriver S

ottt

Installing driver software...

L c—

rs‘l Windows can't verify the publisher of this driver software

< Don't install this driver software

You should check your manufacturer's website for updated driver software
for your device.

. 9 Install this driver software anyway
Only install driver software obtained from your manufacturer's website or

disc. Unsigned software from other sources may harm your computer or steal
information.

@ See details

You know what to do! Click “Install this driver software anyway”.
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Windows has successfully updated your driver software

Windows has finished installing the driver software for this device:

JEEM LISE Interface

Note that this screen also displays the COM port (COM3 in this example) assigned to the device. Don't worry if your
screen doesn't show COM3, your computer will probably allocate a different port.
Click on the “Close” button and return to the Device Manager screen.
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This time the Device Manager doesn't have a “USB Serial Port” entry under “Other devices” but does show entries under
“Universal Serial Bus controllers” and “Ports(COM &LPT)”. The screen below shows a correct installation and the device
is ready to use on COM3.
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You can now close the Device Manager window and start the KEM-Net software.
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After you start the KEM-Net software you should see a meter on you screen as below and it should be reading the same
number as on your physical controller.

-

ol J-KEM Sceitific KEM-Net el S|

File Logging Ramping Configuration  About

Model: DM100
Name: - - --

Congratulations!! You are now in control!
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